
 

TECHNIRADIO 2

Portables DAB+/UKW Radio

EAN Item no. Box Colour Weight (Box) Weight Device (W x H x
D)

4019588049659 0000/4965 22.50 x 11.20 x
7.20 cm

schwarz/silber 404 g 278 g 17.00 x 10.10 x
4.50 cm

4019588149656 0001/4965 22.50 x 11.20 x
7.20 cm

schwarz/weiß 404 g 278 g 17.00 x 10.10 x
4.50 cm

4019588249653 0002/4965 22.50 x 11.20 x
7.20 cm

schwarz/rot 404 g 278 g 17.00 x 10.10 x
4.50 cm

CONNECTIONS

Headphone connection jack (3,5mm): 1

ENVIRONMENT

Humidity: 5 90 % relative Luftfeuchtigkeit (nicht
kondensierend)

Ambient temperature: 5 35 °C

LOUDSPEAKERS

Output performance: 1 W RMS

POWER CONSUMPTION

Operational maximum: 3.5 W

Standby LED: 0.65 W

POWER SUPPLY

Nominal voltage: 230 V

Frequency: 50 Hz

Mains adapter: DC 6 V / 500 mA

Type of power supply: extern

RADIO / RECEPTION

Digital Band III, DAB, DAB+: 174 240 MHz

Analogue FM: 87.5 108 MHz

Aerial: DAB / UHF telescopic aerial

SCOPE OF DELIVERY

TECHNIRADIO 2, power supply, manual

 

KEYFEATURES

DAB+ FM / RDS
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