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RaidSonic
STORAGE SOLUTIONS WITHOUT LIMITS

8 MByte/s8 MByte/sNetwork data transfer up to

on SMB shares*

*Tested with IOMeter

Key Features

• For home and office networks
• Number of users and groups not limited
• Easy configuration via web browser
• Supports 3.5” IDE HDDs of any size
• Host link via Ehternet or USB interface possible

- 10 Mbit/s / 100 Mbit/s Ethernet Schnittstelle
- USB 2.0 Schnittstelle (480 Mbit/s)

• 3 Server in one
- Samba (for Windows Netzlaufwerke, Mac OS)
- NFS Server (for Unix, Linux)
- FTP Server  (Remote access via Internet)

• Case noiseless
• Low power consumption
• External data cables inclusive
• Aluminium case
• External power supply AC: 100~240 V

IB-NAS1000
NAS and USB storage enclosure in one

Packing Content:

• IB-NAS1000
• Manual
• CD-ROM
• Ethernet Cable
• USB Cable
• Power Supply

(AC 100~240 V)

Logistical Daten

Packing unit: 10 Stck./carton Gross weight (with pack.): 1.390 kg Importtax:    84733090
Total weight: 15,8 kg/Karton Dimension (wth pack.): 280x175x110 mm
Dimension/Carton: 575x303x382 mm Net weight: 0.640 kg
Dimension of article: 220x128x50 mm Country of Origin: China

Technical Data

Model  IB-NAS1000   
Art.-No. 23004
Color Schwarz
HDD  3.5" IDE
Server Samba, FTP, NFS
Interfaces 10 / 100 Ethernet USB 2.0 
Processor ARM 9, 200 MHz
Flash Memory 8 MB
SDRAM 64 MB
Power  Supply AC 100~240V, 12V / 2A, 5V / 2A

Management:

• User/Group Management
• Quota Management
• Format/Scandisk Utility
• Time/NTP Setting
• Backup/restore configuration
• Firmware Upgradeable


