
AC power cord, signal cable (DisplayPort - DisplayPort), USB cable, EIZO LCD Utility Disk (G-Ignition, 
PDF user's manual), cable holder, setup guide

Supplied Accessories (May vary by country. Please contact EIZO for details.)

Preset Modes

Auto EcoView

OSD Languages  

Others

PC / AV: User1- 6, Game, Cinema, Web/sRGB, Paper

Yes (Default: Enabled)

English, Japanese, Germany, French, Spanish, Italian, Swedish, Simplified and 
Traditional Chinese

Color adjustment, Smart Insight Demolition, Smart Resolution, Signal settings, 
Bluetooth settings, EcoView settings, Input skip, Mode skip, Product Information 
(name, serial number, resolution, operating time, etc.), Reset

Features & Functions
Type

Size

Native Resolution

Display Colors

Viewing Angles (H,V typical)

Brightness (typical)

Contrast Ratio (typical)

Response Time (typical)

IPS

27" / 68.5 cm (685 mm diagonal)

2560 x 1440 (16: 9 aspect ratio)

16.77 million

178°, 178°

350 cd/m2 (Blur Reduction: OFF)

1000:1

4 ms (Gray-to-gray)

Panel

Input Terminals 

Digital Scanning Frequency (H,V)

PC: DisplayPort (with HDCP), DVI-D 24 pin (with HDCP), PC / AV: HDMI (with 
HDCP) x 2

DisplayPort: 31 - 222 kHz, 49 - 144 Hz (FreeSync [High]: 56 - 144 Hz, FreeSync 
[Low]: 35 - 90 Hz) / DVI: 31 - 159 kHz, 59 - 144 Hz / HDMI: 15 - 158 kHz, 23 - 
144 Hz

Video Signals

Function

Standard

1-port for monitor control, 2-port USB hub

USB 3.0

USB

Speakers

Input Terminals

Output Terminals

1.0 W + 1.0 W (stereo)

PC: 3.5 mm stereo jack x 1, DisplayPort x 1, PC / AV: HDMI x 2

PC / AV: 3.5 mm stereo jack, 3.5 mm headphone jack

Audio

Maximum Power Consumption

Typical Power Consumption

Power Save Mode

87 W

33 W

Less than 0.5 W (DisplayPort only, Speakers non-operating)

Power

All product names are trademarks or registered trademarks of their respective companies. 
FORIS and EIZO are registered trademarks of EIZO Corporation. 
 Specifications are subject to change without notice.

 IMAGES USED WITH PERMISSION, UNITY TECHNOLOGIES © 2016 / Copyright © 2016 EIZO Corporation. All rights reserved. 

153 Shimokashiwano, Hakusan, Ishikawa 924-8566 Japan
Phone +81-76-277-6792   Fax +81-76-277-6793

The usage time is limited to 30,000 hours or less. With current LCD technology, a panel may contain a limited number of missing or flickering pixels.*

Net Weight

Stand 

Pivot

Hole Spacing (VESA Standard)

Warranty

Dimensions (Unit: mm)

With Stand: 7.1 kg, Without Stand: 4.6 kg

Height Adjustment Range: 155 mm, Tilt: 35° Up, 5° Down

90°(both clockwise and counter clockwise)

100 x 100 mm

Five Years*

Physical Specifications
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Technical Specifications

Gaming in Comfort
Play for hours in comfort by adjusting the stand to the position that’s best for you.

5-Year Warranty and  
Zero Bright Pixels*
*EIZO guarantees zero bright sub-pixels for 

the first six months from the date of purchase.

Tireless Eyes
Enjoy flicker-free viewing at all brightness levels.

68.5 cm (27.0") Gaming Monitor

Height TiltPivot
155mm 40°

90° 90°

Flicker

Flicker-free

A GAMING EXPERIENCE LIKE NO OTHER



THE NEW FORIS FS2735 WITH CLOUD CONNECTIVITY

IMAGES USED WITH PERMISSION,
UNITY TECHNOLOGIES © 2015

Our most advanced monitor for gaming and entertainment yet.
Enjoy smoothness and clarity when gaming, watching videos, or any other activity with this high-resolution (2560 x 1440) 27-inch monitor 

featuring an IPS panel and AMD FreeSync™ compatibility up to 144 Hz.  

Unrivaled Visibility with Smart Insight Demolition

Smart Insight Demolition is our patented technology that vastly improves in-game visibility. It goes 

beyond the simple gamma curve adjustment that you get with conventional gaming monitors by 

analyzing each pixel individually and making areas that are too dark or too bright more visible.

Never Miss a Call Again

Whenever you receive a call, e-mail, or other communication on your smartphone, G-Ignition Mobile 

will post a notification icon in the lower right corner of your screen. Now you can game with your 

headphones on without worrying if you can hear your smartphone's ringtone.

G-Ignition Mobile – Use Your Smartphone Like a Remote Control

G-Ignition Mobile is a free app that lets you use your smartphone like a remote control to adjust 

the monitor’s settings. In addition, this app accesses EIZO’s free G-Ignition Drive cloud service for 

uploading and sharing your own monitor settings and downloading presets from other gamers.

The FORIS FS2735 is also compatible with the Windows software G-Ignition Ver. 3.0.

144 Hz Refresh Rate and AMD FreeSync™ Technology

Experience ultra-smooth game play free of motion blur and screen tearing with first-person shooter, 

racing, fighting, and other gaming genres. What’s more, the FORIS FS2735 supports AMD FreeSync™ 

technology up to 144 Hz so you can enjoy seamless video display at the maximum refresh rate.

FreeSync default setting is 56 – 144 Hz. A setting of 35 – 90 Hz is also available. 

Zero Delay Gaming with Extremely Low Input Lag 

EIZO developed its own integrated circuit with virtually imperceptible input lag of less than 0.05 

frames (0.35 ms)*.

* Measured at 144 Hz with blur reduction disabled. 

27-Inch WQHD High-Quality IPS Panel

The WQHD (2560 x 1440) screen has a high pixel density to render images in extreme detail. The IPS 

(in-plane switching) panel offers vivid colors and wide 178° viewing angles.

Getting Connected
VIDEO AUDIO USB 3.0

HDMI DisplayPort DVI-D Audio In Audio Out Up Down

ON

Vastly improves
visibility in bright areas

ON

Vastly improves
visibility in dark areas


