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Get started
•	 Read this guide carefully before using your device.
•	 �All pictures and illustrations in this guide are for your reference only. 

The actual product may vary.

Overview

1 Volume buttons 2 Power button 3 Microphones

4 Card slot 5 Speakers 6 USB-C2 connector

7 USB-C1 connector 8 Front camera 9 Lighting Effect

10 Rear camera

English
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•	 �Only the USB-C1 connector supports the wired screen projection.

•	 The USB-C2 connector complies with EU Directive (EU) 2022/2380.

•	 �Both the USB-C1 and USB-C2 connectors support charging your device and 
data transfer. The USB-C1 connector takes priority when both connectors 
are connected.

•	 �Enabling the Lighting Effect may increase the device’s energy consumption.

Charge your device 
For environmental reasons, this package may not include a charger in certain 
countries or regions. This device can be powered with most USB power adapters 
and a cable with USB Type-C plug. Use a USB Power Delivery compliant charger 
that supports power output no less than 15 W for tablet charging; otherwise, the 
tablet may not charge properly.

It is recommended to use a charger that complies with applicable national/
regional regulations for mobile device adapters. Only use a charger that complies 
with international and regional safety standards (such as EN/IEC/UL 62368-1) for 
charging. Other chargers may not comply with applicable safety standards, and 
using such chargers to charge may result in injury or death.

Help and more
To get more information and download the User Guide, go to  
https://support.lenovo.com.
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European Union (EU) / United Kingdom 
(UK) compliance statement

Lenovo (Singapore) Pte. Ltd. declares that the radio equipment type: TB323FU is in 
compliance with EU Radio Equipment Directive 2014/53/EU.
Lenovo (Slovakia) Ltd. declares that the radio equipment type: TB323FU is in 
compliance with UK Radio Equipment Regulation SI 2017 No. 1206.
The full text of the system declarations of conformity are available at: 
https://www.lenovo.com/us/en/compliance/eu-doc for EU and 
https://www.lenovo.com/us/en/compliance/uk-doc for UK.
This radio equipment operates with the following frequency bands and maximum 
radio-frequency power:

Model Name Frequency Bands Maximum Power (dBm)

TB323FU

WLAN 2400 - 2483.5 MHz < 20

WLAN 5150 - 5250 MHz < 23

WLAN 5250 - 5350 MHz < 23

WLAN 5470 - 5725 MHz < 23

WLAN 5725 - 5850 MHz < 14

WLAN 6E 5945 - 6425 MHz < 23

Bluetooth 2400 - 2483.5 MHz < 20

Restrictions of use: 
Usage of this device is limited to indoor in the band 5250 to 5350 MHz and  
5945 to 6425 MHz.
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Specific Absorption Rate information
THE DEVICE MEETS INTERNATIONAL GUIDELINES FOR EXPOSURE TO RADIO 
WAVES.
The device is a radio transmitter and receiver. It is designed not to exceed the limits 
for exposure to radio waves (radio frequency electromagnetic fields) recommended 
by international guidelines. The guidelines were developed by an independent 
scientific organization (ICNIRP) and include a substantial safety margin designed 
to assure the safety of all persons, regardless of age and health. The radio wave 
exposure guidelines use a unit of measurement known as the Specific Absorption 
Rate, or SAR. 
Tests for SAR are conducted using standard operating positions with the device 
transmitting at its highest certified power level in all tested frequency bands. The 
highest SAR values under the ICNIRP guidelines for your device model are listed 
below:

Maximum SAR for this model and conditions under which it was recorded.

EU/UK 10 g 
SAR Limit 
(2.0 W/kg)

TB323FU

Body-worn

(0 mm)
WLAN, Bluetooth 1.578 W/kg

EU/UK 10 g 
SAR Limit 
(4.0 W/kg)

Limb

(0 mm)
WLAN, Bluetooth 1.578 W/kg

During use, the actual SAR values for your device are usually well below the 
values stated. This is because, for purposes of system efficiency and to minimize 
interference on the network, the operating power of the device is automatically 
decreased when full power is not needed for the data connection. The lower the 
power output of the device, the lower its SAR value. If you are interested in further 
reducing your RF exposure then you can easily do so by limiting your usage or 
simply using a hands-free kit to keep the device away from your body.
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The above information is for EU countries and UK. Please refer to the actual 
product for supported frequency bands in other countries.



Charging capabilities and the compatible 
charging devices of this product
The power delivered by the charger must be between min 15 Watts required by 
the radio equipment, and max 50 Watts in order to achieve the maximum charging 
speed. And the device supports USB Power Delivery (USB-PD).

USB PD
W

15 50

Maximum VDM Rating: 11 V, 6.2 A (68 W)
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قدرات الشحن وأجهزة الشحن المتوافقة مع هذا المنتج
يجب أن تتراوح الطاقة التي يُقُدّّمها الشاحن بين الحد الأدنى البالغ 15 واط، الذي تحتاج إليه الأجهزة اللاسلكية، والحد 

 USB Power Delivery الأقصى البالغ 50 واط لتحقيق أقصى سرعة شحن. ويدعم الجهاز ميزة 
.)USB-PD اختصارًًا(

USB PD
W

15 50

الحد الأقصى لتصنيف VDM:  11 فولت، 6.2 أمبير )68 واط(
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معلومات عن معدل الامتصاص النوعي
يتوافق الجهاز مع الإرشادات الدولية لتنظيم التعرض للموجات اللاسلكية.

الجهاز مرسِل ومستقبِل لاسلكي. وهو مصمم بحيث لا يتجاوز حدود التعرض للموجات اللاسلكية )المجالات 
الكهرومغناطيسية للتردد اللاسلكي( التي توصي بها الإرشادات الدولية. والإرشادات وضعتها منظمة علمية مستقلة 

)ICNIRP(، وهي تشتمل على هامش أمان كبير لضمان سلامة الجميع بصرف النظر عن السن والحالة الصحية. تستخدم 
إرشادات التعرض للموجات اللاسلكية وحدة قياس تعُرف باسم "معدل الامتصاص النوعي"، أو "SAR" اختصارًا. 

وتجُرى اختبارات معدل الامتصاص النوعي في مواضع التشغيل القياسية، بحيث يرسِل الجهاز أقصى مستوى طاقة مُصدَّق 
عليه في كل نطاقات التردد المختبرة. وفي ما يلي القيم القصوى لمعدل الامتصاص النوعي في إرشادات ICNIRP لهذا 

الطراز من الجهاز:

أقصى معدل امتصاص نوعي لهذا الطراز وظروف تسجيله.
حد معدل الامتصاص النوعي في 

الاتحاد الأوروبي والمملكة المتحدة 
لكل  10 غرامات )2.0 واط/كغم(

TB323FU

على الجسم
)0 مم(

 ،WLAN 
Bluetooth

1.578 واط/كغم

حد معدل الامتصاص النوعي في 
الاتحاد الأوروبي والمملكة المتحدة 
لكل  10 غرامات )4.0 واط/كغم(

على أحد الأطراف
)0 مم(

 ،WLAN 
Bluetooth

1.578 واط/كغم

المعلومات الواردة أعلاه خاصة بدول الاتحاد الأوروبي والمملكة المتحدة. يرُجى الرجوع إلى المنتج الفعلي لمعرفة 
نطاقات التردد المدعومة في البلدان الأخرى.

في أثناء الاستخدام، عادةًً ما تكون قيم معدل الامتصاص النوعي الفعلية لجهازك أقل بكثير من القيم المذكورة. وهذا بسبب 
تقليل طاقة تشغيل الجهاز تلقائيًاً عند انعدام الحاجة إلى الطاقة الكاملة لاتصال البيانات، بهدف تحقيق كفاءة النظام وتقليل 
التداخل مع الشبكة. وكلما انخفض خرج طاقة الجهاز، انخفضت قيمة معدل الامتصاص النوعي. وإذا كنت مهتمًًا بتقليل 

التعرض للتردد اللاسلكي إلى درجة أدنى، فيمكن فعل ذلك بسهولة عن طريق الحد من استخدام الجهاز أو ببساطة عن طريق 
الاستعانة بأدوات الاستخدام من دون اليدين لإبقاء الجهاز بعيدًًا عن جسمك.
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بيان الامتثال الخاص بالاتحاد الأوروبي )EU( / المملكة المتحدة 
)UK(

تعلن شركة Lenovo (Singapore) Pte. Ltd.‎ أن نوع معدات اللاسلكي TB323FU متوافق مع توجيه معدات 
 .2014/53/EU الراديو للاتحاد الأوروبي

تعلن شركة .Lenovo (Slovakia) Ltd أن نوع الأجهزة اللاسلكية الآتية: TB323FU متوافق مع لائحة معدات 
الراديو في المملكة المتحدة SI 2017 رقم 1206.

 https://www.lenovo.com/us/en/compliance/eu-doc :النص الكامل لإقرارات المطابقة للنظام متاح على
للاتحاد الأوروبي و https://www.lenovo.com/us/en/compliance/uk-doc للمملكة المتحدة. 

يعمل هذا الجهاز اللاسلكي في نطاقات التردد التالية وبأقصى قوة للموجات الراديوية:

الطاقة القصوى )ديسيبل مللي واط(نطاقات التردداسم الطراز

TB323FU

2483.52400WLAN< 20 ‫ - ‫ ميغاهرتز

52505150WLAN< 23 ‫ - ‫ ميغاهرتز

53505250WLAN< 23 ‫ - ‫ ميغاهرتز

57255470WLAN< 23 ‫ - ‫ ميغاهرتز

58505725WLAN< 14 ‫ - ‫ ميغاهرتز

64255945WLAN 6E< 23 ‫ - ‫ ميغاهرتز

2483.52400Bluetooth< 20 ‫ - ‫ ميغاهرتز

قيود الاستخدام: 
يقتصر استخدام هذا الجهاز على الأماكن المغلقة في النطاق من 5250 إلى 5350 ميجاهرتز و5945 إلى 6425 

ميجاهرتز.
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• �يدعم موصل USB-C1 فقط الإسقاط على الشاشة السلكي.	
• 	.(EU) 2022/2380 مع توجيه الاتحاد الأوروبي USB-C2 يتوافق موصل
• �تدعم موصلات USB-C1 و USB-C2 شحن الجهاز ونقل البيانات. يأخذ موصل USB-C1 الأولوية عند 	

توصيل كلا الموصلين.
• �قد يزيد تفعيل تأثير الإضاءة من استهلاك الجهاز للطاقة.	

شحن جهازك
لأسباب بيئية، قد لا تتضمن هذه العبوة شاحنًاً في بعض البلدان أو المناطق. يمكن تشغيل هذا الجهاز باستخدام معظم محوّّلات 
الطاقة من نوع USB مع سلك به وصلة USB Type-C. استخدم شاحنًاً متوافقًاً مع USB Power Delivery ويدعم 

إخراج طاقة بقدرة لا تقل عن 15 واط لشحن أجهزة الكمبيوتر اللوحية، وإلا لن يتم الشحن بشكل صحيح.

يوُصى باستخدام شاحن يتوافق مع اللوائح الوطنية/الإقليمية المعمول بها الخاصة بمحوّلات الأجهزة المحمولة. لا تستخدم 
سوى شاحن يتوافق مع معايير السلامة الدولية والإقليمية )مثل:‏ EN/IEC/UL 62368-1( للشحن. قد لا تتوافق الشواحن 

ض للإصابات أو الوفاة. الأخرى مع معايير السلامة المعمول بها، وقد يؤدي استخدام مثل هذه الشواحن للشحن إلى التعرُّ

المساعدة والمزيد
.https://support.lenovo.com للحصول على مزيد من المعلومات وتنزيل دليل المستخدم، انتقل إلى
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البدء
• اقرأ هذا الدليل بعناية قبل استخدام جهازك.	
• �تعُد كل الصور والرسوم التوضيحية في هذا الدليل مرجعاً لك فقط. قد يختلف المنتج الفعلي.	

نظرة عامة

الميكروفونات3زرّ التشغيل2زرّا تعيين مستوى الصوت1

موصل 6USB-C2مكبرات الصوت5فتحة البطاقة4

7USB-C1 تأثير الإضاءة9الكاميرا الأمامية8موصل

الكاميرا الخلفية10

العربية
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