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TECHNICAL DATA 
 

Data sheet of household washing machines according to EU Directive 1061/2010: 

 

Brand  Bomann 
Model  WA 5714 

Rated capacity  6 kg 

   
Energy efficiency class

1)
  A++ 

   
Consumption data   

Weighted annual energy consumption
2)

 kWh 174.0 

Consumption data standard programme   

- cotton 60°C at full load kWh 0.91 

- cotton 60°C at partial load kWh 0.85 

- cotton 40°C at partial load kWh 0.52 

Off mode power consumption  W 0.09 

Left-on mode power consumption  W 0.65 

Weighted annual water consumption
3)

 l 9.240 

   
Spin drying efficiency class

4)
  B 

   

Maximum spin speed rpm 1400 

   

Residual humidity %   

- cotton 60°C at full load % 51.0 

- cotton 60°C at partial load % 50.0 

- cotton 40°C at partial load % 51.0 

   

Standard programme
5)

  Baumwolle 60°C / 40°C 

Time of standard programme   

- cotton 60°C at full load Min. 156  

- cotton 60°C at partial load Min. 155  

- cotton 40°C at partial load Min. 133  

Duration of the left-on mode Min. - 

   

Airborne acoustical noise (wash) dB(A) re1pW 59 

Airborne acoustical noise (spinning) dB(A) re1pW 72 

   

Type  freestanding 

   
Measures and weights   

Height cm 85.0 

Width cm 59.5 

Depth cm 54.0 

Net weight kg 63.0 

   
Electrical connection   

Connection power, connection voltage  2200, 220-230 V~, 50 Hz 

Motor protector A 10 

Water pressure Mpa 0.05 – 1.0 
 

1) A+++ (highest efficiency) to D (lowest efficiency).  
2) Weighted annual energy consumption in kWh per year based on 220 standard washing cycles for cotton  
    programmes at 60°C and 40°C at full and partial load, and the consumption of the low-power modes.  
    Actual energy consumption will depend on how the appliance is used. 
3) Weighted annual water consumption in litres per year based on 220 standard washing cycles for cotton  
    programmes at 60°C and 40°C at full and partial load.  
    Actual water consumption will depend on how the appliance is used. 
4) G (lowest efficiency) to A (highest efficiency). 
5) The standard 60°C cotton programme and the standard 40°C cotton programme are the standard washing  
    programmes. These programmes are suitable to clean normally soiled cotton laundry and that they are the  
    most efficient programmes in terms of combined energy and water consumption. 
 
The devices meets the European standards and directives in the current version at delivery: 
- Low Voltage Directive (LVD) 2006/95/EC 
- Electromagnetic Compatibility (EMC) Legislation Directive 2004/108/EC  
- Ecodesign requirements for household washing machines Directive 1015/2010/EU 


