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EFFICIENCY AND NOISE REPORT IN ACCORDANCE WITH

CYBENETICS ETA AND CYBENETICS LAMBDA PROCEDURE

LabID#: 161
Receipt Date: Aug 5, 2018
Test Date:  Aug 15, 2018

EVGA 750 B3

Report:

Report Date: Aug 17,2018

DUT INFORMATION DUT SPECIFICATIONS

Brand EVGA Rated Voltage (Vms) 100-240
Manufacturer (OEM) Super Flower Rated Current (Arms) 10
Series B3 Rated Frequency (Hz) 50-60
Model Number Rated Power (W) 750
Serial Number 1703460715800109 Type ATX12V
DUT Notes Cooling 130mm Sleeve Bearing Fan
(S1282412H)
Semi-Passive Operation v (selectable)
Cable Design Fully Modular

POWER SPECIFICATIONS

Rail 3.3V 5V 12v 5VSB -12v
Amps 24 24 62.4 3 0.5
Max. Power
Watts 120 748.8 15 6
Total Max. Power (W) 750

CABLES AND CONNECTORS

Modular Cables
Description Cable Count Connector Count (Total) Gauge
ATX connector 20+4 pin (600mm) 1 1 18-22AWG
4+4 pin EPS12V (600mm) 1 1 18-22AWG
6+2 pin PCle (550mm+150mm) 2 4 18-22AWG
SATA (500mm+100mm-+100mm) 2 6 18-20AWG
4 pin Molex (500mm+100mm-+100mm) 1 3 18AWG
FDD Adapter (+105mm) 1 1 20AWG
All data and graphs included in this test report can be used by any individual on the following conditions:
> It should be mentioned that the test results are provided by Cybenetics PAGE 1/9

> The link to the original test results document should be provided in any case

Cybenetics offers the ETA and Lambda voluntary certification programs, through which the efficient -

and silent power supplies are promoted 4004 MESA GEITONIA, LIMASSOL, CYPRUS



https://www.cybenetics.com
mailto:info@cybenetics.com

&y

¥ Sl IS

EFFICIENCY AND NOISE REPORT IN ACCORDANCE WITH
CYBENETICS ETA AND CYBENETICS LAMBDA PROCEDURE EVGA 750 B3

General Data

Manufacturer (OEM) Super Flower
Platform Model Leadex Bronze
Transient Filter 5x Y caps, 3x X caps, 2x CM chokes, 1x MOV
Inrush Protection NTC Thermistor
Bridge Rectifier(s) GBU1506 (600V, 15A @ 100°C)
APFC MOSFETS 2x Infineon IPAS0R199CP (550V, 11A @100°C, 0.1990hm)
APFC Boost Diode 1x CREE C3D06065A (650V, 6A @ 150°C)
Hold-up Cap(s) 1x Nippon Chemi-Con (400V, 4700uF, 95°C, CE)
Main Switchers 2x Infineon IPASOR199CP
(550V, 11A @ 100°C, 0.1990hm)
APFC Controller SF29605 & S9602 & ICE3PCS02G
Topology Primary side: Half-Bridge & LLC Resonant Controller

Secondary side: Synchronous Rectification & DC-DC converters

Secondary Side

+12V MOSFETS 4x A&O AOT240L (40V, 82A @ 100°C, 4.7mOhm @ 125°C)
5V & 3.3V DC-DC Converters: 4x A&O AON6516 (30V, 25A @ 100°C, 8mOhm)
' PWM Controller: 2x On Semiconductor NCP1587A
e ) Electrolytics: Chemi-Con 7x W, 3x KZE, 3x KY, 2x KMG, 7x KRG (modular board)
Filtering Capacitors .
Polymers: 7x Chemi-Con
Supervisor IC SF29605 & LM339A
Fan Model S1282412H (120mm, 12V, 0.35A, Sleeve Bearing)
5VSB Circuit
Rectifier Mospec S10C60C
Standby PWM Controller 29604
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EFFICIENCY AND NOISE REPORT IN ACCORDANCE WITH

CYBENETICS ETA AND CYBENETICS LAMBDA PROCEDURE EVGA 750 B3
RESULTS
Temperature Range (°C /°F) 30-32/86-89.6 (+-2°C/ +- 3.6°F)
ErP Lot 3/6 2010: v
ErP Lot 3/6 Ready ErP Lot 3/6 2013: Partially
ErP Lot 3/6 2014, CEC: Partially
(EU) No 617/2013 Compliance v
115V
Average Efficiency 84.685%
Efficiency With 10W (=500W) or 2% (>500W) 0.000
Average Efficiency 5VSB 76.564%
Standby Power Consumption (W) 0.1306660
Average PF 0.990
Avg Noise Output 31.66 dB(A)
Efficiency Rating (ETA) BRONZE
Noise Rating (LAMBDA) S++

TEST EQUIPMENT

Chroma 6314A x2 Chroma 63601-5 x2
. 63123A %6 Chroma 63600-2
Electronic Loads
63102A 63640-80-80 x10
63101A 63610-80-20
AC Sources Chroma 6530, Chroma 61604
Power Analyzers N4L PPA1530, N4L PPA5530
Oscilloscopes Picoscope 4444 & 3424, Keysight DSOX3024A, Rigol DS2072A
Voltmeter Keithley 2015 THD 6.5 Digit
Sound Analyzer Bruel & Kjaer 2250-L G4
Microphone Bruel & Kjaer Type 4955-A, Bruel & Kjaer Type 4189
Data Loggers Picoscope TC-08 x2, Labjack U3-HV x2
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EVGA 750 B3

EFFICIENCY UNDER HIGH AMBIENT TEMPERATURE

Efficiency: EVGA 750 B3
Ambient: 37°C - 47°C (98.6°F - 116.6°F)
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The PSU s efficiency under high ambient
temperatures with 115V and 230V input. For this
graph the results of the 10-110% load regulation
table are used

5VSB Efficiency: EVGA 750 B3
Ambient: 34°C -36°C(93.2°F - 96.8°F)
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This graph depicts the efficiency levels of the 5VSB
rail with 115V and 230V input
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CYBENETICS ETA AND CYBENETICS LAMBDA PROCEDURE EVGA 750 B3

5VSB EFFICIENCY -115V (ERP LOT 3/6 & CEC)

Test # 5VSB DC/AC (Watts) Efficiency PF/AC Volts
0.042A 0.213 0.030

1 55.039%
5.124V 0.387 115.16V
0.087A 0.446 0.052

2 66.468%
5122V 0.671 115.16V
0.542A 2.765 0.228

3 76.806%
5.100V 3.600 115.16V
1.002A 5.087 0.327

4 77.723%
5.077V 6.545 115.16V
1.502A 7.586 0.386

5 77.901%
5.052V 9.738 115.16V
3.001A 14911 0.465

6 76.049%
4.969V 19.607 115.16V

5VSB EFFICIENCY -230V (ERP LOT 3/6 & CEC)

Test # 5VSB DC/AC (Watts) Efficiency PF/AC Volts
0.042A 0.213 0.011

1 44.748%
5.124V 0.476 23041V
0.087A 0.445 0.018

2 58.170%
5122V 0.765 23041V
0.542A 2.765 0.084

3 74.168%
5.101V 3.728 23040V
1.002A 5.088 0.142

4 76.077%
5.078V 6.688 230.40V
1.502A 7.586 0.195

5 77.015%
5.052V 9.850 230.40V
3.001A 14.924 0.299

6 77.326%
4973V 19.300 230.40V
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EFFICIENCY AND NOISE REPORT IN ACCORDANCE WITH
CYBENETICS ETA AND CYBENETICS LAMBDA PROCEDURE EVGA 750 B3

115V
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EFFICIENCY AND NOISE REPORT IN ACCORDANCE WITH

CYBENETICS ETA AND CYBENETICS LAMBDA PROCEDURE EVGA 750 B3
EFFICIENCY GRAPH 115V
INFO
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NOISE GRAPH 115V
INFO
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Fan Noise (dBA)
The PSU's noise in its entire operational range and
under30-32 °C (+-2 °C) ambient is depicted in this
graph. The X axis represents the load on the +12V/
@ rail(s) while the Y axis is the load on the minor rails
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EFFICIENCY AND NOISE REPORT IN ACCORDANCE WITH

CYBENETICS ETA AND CYBENETICS LAMBDA PROCEDURE EVGA 750 B3
VAMPIRE POWER -115V

INFO
Power - 1703460715800109 - 17/08/2017 - 09:54
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This graph is generated by the PPA Standby Power
Analysis software which takes full control of the
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EFFICIENCY AND NOISE REPORT IN ACCORDANCE WITH
CYBENETICS ETA AND CYBENETICS LAMBDA PROCEDURE EVGA 750 B3

COMMISSION REGULATION (EU) NO 617/2013 TESTING 115V
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EFFICIENCY AND NOISE REPORT IN ACCORDANCE WITH
CYBENETICS ETA AND CYBENETICS LAMBDA PROCEDURE EVGA 750 B3
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Top side Power specifications label

CERTIFICATIONS 115V

Aris Mpitsiopoulos
Lab Director
CYBENETICS
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