Montage- und Sicherheitshinweise fiir m
er g o tEC Stand 11.05.2020 B380855 ;

Ahead-Vorbau Charisma, High Charisma safetyl/evel g
Vielen Dank, dass Sie sich beim Kauf Ihres neuen Vorbaus fiir ein Produkt aus Lenksystem Sattelstutze
unserem Haus entschieden haben. Steering system Seatpost
ﬁ Vergleichen Sie die Level-Zahl am Vorbau mit der nebenstehenden
Tabelle und vergewissern Sie sich, ob dieser fiir den vorgesehenen (% +8+ + @r
Einsatzzweck geeignet ist. (D ]
A Lesen Sie vor Gebrauch die nachfolgenden Montage- und Mountain-Bike/Race-Bike Safety Level
Sicherheitshinweise aufmerksam durch. Bewahren Sie die Hinweise
sorgfiltig auf und geben Sie diese ggf. an den Nachbesitzer weiter. max. 100 kg | max. 100 kg EE
Montage max. 120 kg | max. 120 kg E
Die Montage setzt eine entsprechende Grundkenntnis voraus. Sollten Sie iiber max. 100 kg | max. 100 kg EE
diese nicht verfiigen, so wenden Sie sich bitte an den Fahrrad-Fachhandel. g;’ﬁ’,‘/i > S
Uberpriifen Sie, ob der Innendurchmesser der Ahead-Vorbauklemmung e =D)L | s B 5]

(28,6 mm) mit dem AuBendurchmesser des Gabelschafts iibereinstimmt.

Es gibt hier 2 unterschiedliche GroBen: Trekklng-Blke Safecy Level
bei 1 Gabelschaft: 25,4 mm und

bei 1 1/8“ G A 28,6 mm. max. 100 kg | max. 100 kg 12]3]4]5]5]
Der der Vor muss dem AuBendurchmesser

max. 120 kg | max. 120 kg EBEE
max. 140 kg | max. 140 kg BEE

des Gabelschafts entsprechen.
Uberpriifen Sie anschlieBend die Linge des Gabelschafts. Diese muss

mindestens 36,0 mm betragen. (A ] 160k 160 & EE
K - . max. g | max. g

Setzen Sie nun den Vorbau auf den ft. Bei einem G t langer

als 38 mm haben Sie die Mglichkeit, durch unterlegen von Spacern die Hohe E-BIKE 25km/h  max.140kg| max. 100 kg V4 ]5)5]

entsprechend anzupassen.

Richten Sie anschlieBend den Vorbau so aus, dass er mit dem Vorderrad in der E-BIKE 25km/h  max. 160 kg| max. 140 kg B85

Flucht steht. E-BIKE 45km/h* max.140kg| max.140 kg |5 ]S
::;:::%:E Sie'_den \Iorbe_u a:: Sicherheitsgriingen mit E-BIKE 45km/h* max. 160 kg | max. 140 kg E

bo! - Br 5
Ziehen Sie nun mit einem 4 mm Innensechskant-Schliissel die untere City-Bike Safety Level

?chaﬂklemmschraube @ leicht fest. max. 100 kg | max. 100 kg BeBRL5
Uberpriifen Sie vor der Montage des Lenkers die Kompatibilitit zwischen dem

Lenkerbiigel und dem Vorbau. max. 120 kg | max. 120 kg EBEE

Uberpriifen Sie auch, dass die Differenz der Durchmesser zwischen dem max. 140 kg | max. 140 kg 4 ]5]5]
Klemmbereich des Lenkerbiigels und der Lenkerklemmung @3 des Vorbaus
nicht mehr als +0,2 mm betragt. max. 160 kg | max. 160 kg EE

Kombinieren Sie den Vorbau aus Sicherheitsgriinden mit Sicherheitshinweis max. 180 kg | max. 180 kg =

keinem Carbon-Lenkerbiigel - es besteht Bruchgefahr.

Achten Sie auch darauf, dass die Klemmflachen sauber gg:g]ol:::g:& SF%?%';&;T;? 'ﬁz;r?;gﬁ %gregsx?égﬂﬂ?:rcgfg ?i.n?iggtls:sund GULE Ela/n @il Mty B 5 E
und fettfrei sind! jedoch 1 x pro Jahr. E-BIKE 25km/h  max. 160kg| max. 140 kg B85
. : . TSR m einen Sturz oder Unfall zu vermeiden, m r Vorbau nach einer
o 0 ot o i g e e, AN g wooonst s oo SEEG B Ty T =
4 mm Innensechskant-Schliissel. A Befestigen Sie keine Zusatzanbauten wie Kindersitz oder Gepacktrager E-BIKE 45km/h* max.140kg | max.140 kg I15/5]
Montieren Sie anschlieBend die Ahead-Schraube des Steuerlagers und stellen am Vorbau. Dies konnte zu einer Uberbeanspruchung und somit zum
Sie das Steuerlagerspiel ein. Beachten Sie hierzu auch die Montage- und Bruch des Vorbaus fiihren. FHHLE eyl e iEl | me i S5
Sicherheitshinweise des Steuerlagerherstellers. Jugend/Young adult Safety Level
Stopten 3B n i Bohring, w sioh dle Ahead-Senvaube bofindet. 100 kg | max 100K
Ach’:en Sie dabei darauf, daés der Stopfen die Bohrung richtig abdéckt und e g e g EEBEE
nicht zu tief im Klemmschlitz sitzt. Kinderrad/Youth-Bike Safety Level

Ziehen Sie nun die beiden Schaft-Klemmschrauben @ mit einem Anzugswert o
von 6-8 Nm gleichmiBig fest. Achten Sie dabei darauf, dass der Vorbau 12~24 1 1]2]3]4]5]5]

mit dem Vorderrad in einer Flucht steht und dass der Stopfen nicht aus dem

Klemmschlitz und der Bohrung herausgedriickt wird. Notfalls miissen Sie die Die Produktklassifizierung der ergotec Safety Level entspricht der
beiden Klemmschrauben noch einmal Iésen und den Stopfen neu ausrichten. DIN EN IS0 4210 Norm fir Fahrréder und DIN EN 15194 fir E-Bikes.
Richten Sie dann die Griffenden auf Ihre individuellen Bediirfnisse aus. E-Bike-Typ: Trittunterstiitzung bis angegebene Geschwindigkeit.

Ziehen Sie nun die Lenkerbiigel-Klemmschrauben @ am Vorbau mit einem * Nachtraglicher Einbau nur mit Abnahme einer anerkannten

4 mm Innensechskant-Schliissel und einem Anzugswert von 6-8 Nm gleich- Prufstelle und Eintragung in die Fahrzeugpapiere.

maBig liber Kreuz fest.

Aus Sicherheitsgriinden darf der max. Anzugswert von 8 Nm _

nicht iiberschritten werden. Fiir ergotec Vorbauten gelten folgende Garantiezeiten:
mit Sicherheitslevel 6 6 Jahre oder 35.000 km
mit Sicherheitslevel 5 5 Jahre oder 30.000 km
mit Sicherheitslevel 4 4 Jahre oder 25.000 km
mit Sicherheitslevel 3 3 Jahre oder 20.000 km
mit Sicherheitslevel 2 3 Jahre oder 15.000 km
Eventuelle Garantieanspriiche sollten iiber den
Fahrrad-Fachhandel abgewickelt werden. R D,




Assembly and safety instructions for V1)=)5]a)5]5)
ergotec

Ahead stem Charisma, High Charisma safetyl/evel g
Thank you for deciding to buy your new stem from our company. Stee;%iinkjy:ttg;: @ 6 gzgf’igtze
A Compare the level number on the stem with the adjacent table in 9 Y P
order to check whether it is suitable for the intended use. @ R ” . * R @
Before use please read the following assembly and safety o )
A instructions carefully. Keep them in a safe place and pass
them on to the next owner if necessary. Mountain-Bike/Race-Bike Safety Level
[ _Assembly | mex 100 kg | max. 100 kg B85
Basic technical knowledge is required for the assembly of this product. If you do max. 120 kg | max. 120 kg E
not have this knowledge, please use the services of a specialist bicycle dealer.
Check that the internal diameter of the Ahead stem clamp (28.6 mm) fits the E-BIKE max. 100 kg | max. 100 kg 155
external diameter of the steer tube. There are 2 different sizes: 25 km/h + 45 km/h 120 180 k E
with 1 steer tube: external diameter 25.4 mm and max. g | max. g
with 1 1/8“ steer tube: external diameter 28.6 mm. . .
The internal diameter of the stem clamp must fit the external diameter Trekklng-Blke Safecy Level
of the steer tube.
max. 100 kg | max. 100 kg
Next you should check the length of the steer tube, which should be EEEEE
at least 36.0 mm max. 120 kg | max. 120 kg 15)4]5]5)
Now you place the stem on the steer tube. With a steer tube which is longer
than 38 mm you have the possibility of using spacers to adapt the height o max. 140kg | max. 140 kg BEE
accordingly. max. 160 kg | max. 160 kg EE
Next you position this in such a way that it is aligned with the front wheel. E-BIKE 25km/h  max 140 kg| mox 100 kg BEE
For safety reasons you should never combine the stem with
a carbon fork shaft - risk of breakage! EELG Zala/h  m ey me il B85
With a 4 mm hexagonal key you lightly tighten the lower steer tube clamping E-BIKE 45km/h* max.140kg | max.140 kg |5)5]
screw 9. E-BIKE 45km/h* max.160kg| max. 140 kg =5
Before fitting the handlebars you should check that the handlebars and the
stem are compatible. City-Bike Safety Level
You should also check that the difference in di bet the cl
area of the handlebars and the handlebar clamp @3 of the stem is no greater max. 100 kg | max. 100 kg EBBEE
than +0.2 mm. max. 120 kg | max. 120 kg Benss
For safety reasons you should not combine the stem with 140 k 140 k
A carbon handlebars - this could lead to breakage! mex g| max 9 BEE
You should also make sure that the clamping surfaces are clean max. 160 kg | max. 160 kg EE
A i v rom grase Safety instructions mex. 180 kg | max. 180 kg |5
Now you insert the clamping section of the handlebars into the handlebar The tightness of the bolts must be checked after approx. 500 km and once more
clamp @ of the stem and secure it lightly with a 4 mm hexagonal key. during the regular service intervals (with once a year as a minimum). e Edlmn  mEe il m Heoly |4 ]5]5]
After that you fit the Ahead screw of the bearings and adjust the play of the To prevent the risk of a fall or accident, the stem must always E-BIKE 25km/h  max. 160 kg | max. 140 kg EE
headset, keeping in mind the mounting and safety instructions of the headset A be replaced if it has been damaged.
manufacturer. - ) ’ E-BIKE 25km/h  max 180 kg | max. 160 kg =
. . Do not attach any additional equipment such as a child‘s seat or
After you have adjusted the play of the headset you press plug @3 into the A luggage rack to the stem. This could lead to excessive strain on the E-BIKE 45km/h* max 140kg| max.140 kg I15/5]
opening of the ahead screw. You should make sure that the plug covers the stem and cause breakage.
opening correctly and is not inserted too deeply into the clamping slit. E-BIKE 45 km/h* max. 160 kg | max. 140 kg E
Now you tighten the two steer tube clamping screws @® to an equal torque
of 6-8 Nm. Make sure that the stem is aligned with the front wheel and that Jugend/Young adult Safety Level
the plug is not pressed out of the clamping slit and the opening. If necessary
you release the two clamping screws once more and re-adjust the plug. max. 100 kg | max. 100 kg EEBEE
After that you set the grip ends to your individual requirements. Kinderrad/Youth-Bike Safety Level
Now you tighten the handlebar clamping screws @ crosswise on the stem
with a 4 mm hexagonal key to an equal torque of 6-8 Nm. 12n-24" nEEBEE
Forsiafe:ybreasons d'h: max. tightness value of 8 Nm The product classification of the ergotec Safety Level corresponds
must not be exceeded. to the DIN EN IS0 4210 norm for bikes and DIN EN 15194 for e-bikes.
E-bike-type: pedal assist up to the indicated speed.
* Retrofitting only with the approval of a recagnised certifying
body and entry in the documents for the bike.
Guarantee
For ergotec stems the following guarantee periods apply:
with safety level 6 6 years or 35,000 km
with safety level 5 5 years or 30,000 km
with safety level 4 4 years or 25,000 km
with safety level 3 3 years or 20,000 km
with safety level 2 3 years or 15,000 km
Guarantee claims should be processed through
a specialist bicycle dealer. CYCLINGRIGHT.COM




