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Overview

The key function of the HT4 is to raise the heat pipes by 32mm, giving additional clearance to the heat 
pipes from the motherboard, connecting them to the upper mounting holes on the heat sink (side 
panel) of the case. This is required for in situations where tall components on the motherboard 
interfere with the installation of the heat pipes.

The HT4 utilises the same mounting hardware supplied with the case, attaching directly to the CPU 
IHS and with the heat pipe direct touch surfaces, provides an efficient path for the transfer of heat to the 
heat sink.
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Introduction to the Front I/O Assembly 

The front I/O is secured to the case using 4 HEX screws and should not be confused with 
any other screws used to assemble the case. It is preferable to perform the front I/O 
replacement without any components installed in the case, but in can also be done by only 
removing hardware that will obstruct or hinder your ability to remove and replace these 4 
screws. The power switch cable should be removed before removing the existing front I/O 
but there is no need to unscrew the Type-C cable from the module unless it is proving 
difficult to remove. It is important that the case remain stationary during this procedure to 
avoid having to make any adjustments to the frame position.
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Assembly & Installation

The HT4 uses the same CPU mounting brackets supplied with your case, so remove them 
from the existing CPU mount and attach them to the HT4 as shown.

Fit the HT4 to the CPU ensuring the protective label is removed and that thermal paste has 
been applied to the IHS using any preferred method. 

With the HT4 secured to the motherboard, the existing heat pipes (SH2 or LH4) can now 
be attached to the HT4 and heat sink. Ensure thermal paste has been applied to the surface 
of the HT4 where it interfaces with the heat pipes.

Refer to the case user guide for any case specific installation steps.

Note that the brackets show that are used to fix the HT4 to the motherboard are from the 
current universal CPU mount. If you have an older case with the aluminium Intel or AMD 
mount, it can still be used with the HT4 or you can purchase the UM2 as an upgrade option.
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